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NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS

RESEARCH MEMORANDUM

AN EVALUATION OF AN KEROMECHANICAL METHOD OF KDmKUXNG

SERVO&ISSllE ‘I!RANSFER-FUNCTIONVARIATIONS

WITE lIGIGHTCONDITION

\ By Marttn L. Nason

A theoretical investigationhas been conducted to determine the
static and dynamic characteristics of a control-surface actuator and
missile combhmtion, with primary consideration being given to the min-
imization of the effects of Mach number @ altitude. A torque-servo-
controll.edmissile employing judicious amounts of control-smface-position
feedback was found to have exceptionally favorable static snd dynamic
characteristics as compared with a similar missile configuration actuated
by a control-surface-positionservo. The control-surface-positionfeed-
back loop exhibited a strong stabilizhg influence on the damping of the
atiframe mode and careful adjustment of the torque servo and position
feedback gain constants considerably reduced the percentage variation of
the available missile turning rate with Mach number and altitude. It is
possible that, upon consideration of a guidance loop and tiacking, this
type of actuator in combination with a missile might replace a gain- ,.H
adjusted acceleration cont>ol system. As a rule, this complex system
employs the usual rate-gyro pitch damping loop for stabilization.

INTRODUXION . .

Guided-missile control systems are plagued by vsriati6ns h the
airfrsme transfer function due to altitude and Mach number effects.
Satisfactory control is usually unobtainable over the desired r.sngeof
flight condition without the utilization of electronic automatic stabi-
lization and gain-adjusttngme~hsnisms. The hclusion of this electronic
equipment tends to complicate the missile further W, therefore, results
in reduced reliability. Some analytical studies have recently been under-
taken in order to determine two things: (1) the effect of free-floating
flaps on the pitch damping of the missile and (2) the characteristics of
hinge-moment- and spring-position-actuatedcontrol surfaces on the time

I
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rate of change of flight-path angle. (See refs. 1 and 2.) In these
investigationsthe free-floating flap was assumed to be physically
separated from the aerodynamic stiaces contiollhg the direction of
the missile and thus the flap contribute primsrily to the pitch damping.
Conversely, the control surfaces were arranged so as to affect only the
turnhg rate of the missile.

Ih contrast, the linear study presented herein shows how a single
aerodynamic control surface and actuator can be effectively desi~ed to
perform the dual function of furnishing both improved pitch response and
improved missile-t~-rate gain compensation due to Mach number and
altitude effects. The analysis shows how the effect of flight condition
on the steady-state missile turntng rate can be minimizd for a given
airframe and control-surface configuration by the adjustment of only
two control-surface actuator static-gain constants. Graphical plots are
presented for a range of Mach numbers and altitudes which facilitate
this static adjustment. Evaluation of the dynamic characteristics and
stabilization of the control-surfacemmie was then accomplished on an
electronic snalog computer for the conditions of improved static gains
of the system.

L5!M1331.CS

%

IR

KA

moment arm, ft .

mesn aerodynamic chord, 1.776 ft

linesr differential operator, $, sec-1

aerodynamic hinge moment acting on control surface, ft-lb

~, ft-lb/radian

~, ft=lb/raiiian
h

aH
-Y ft-lb/radian/sec
&

moment of inertia of

(may include additional artificial.dam-ping)

contiol surface, slug-ft2

ab%rame longitudinal.transfer-function coefficient, see-3
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proportionality constant relating control-surf=e deflection
to position-servo ram-piston displacaent, radian/in.

position-servo static gain, ti./r units

torque-servo static-gain constant, ft-lb/r units

proportionality constant between rate of change of flight
path snd singleof attack, sec

control-surfaceposition feedback proportionality constant,
r units/radian

spring constant, ft-lb/rsdian

Mach number

control-surface-actuatorreference

control-systm static gain ~
()r ss’

input si~l, r units

radian/see/r units

atifrsme static msrgin, fraction of mesn aerodynamic chord

percentage vsriation of system static gain (subscripts M
and h denote Mach number and
respectively)

torque servo hinge moment acting

time, sec

altitude variations,

upon control surface, &t-lb

position-servo rsm-piston displacement, in.

missile angle of attack, rsdians

missile flight-path sngle, radians

control-surface angulsr deflection, radians

quadratic damping ratio of airfrsme, nondimensionalized
constant

quadratic damping ratio of control-surface-positionservo,
nondimensionalized constant

torque-servo transfer-function the constant, sec

——..——. .— —.. —-
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%A -d natural

%8 Ur@aU@ natural
radiap/sec

frequency of

frequency of

airframe, radian/see
..

control-surfacd-position servo,

A dot over a symbol denotes a derivative with respect to time.

MISSILE LONGITUDINAL CONTROL

A common method of controlling the longitudinal motion of a missile
is by controlling the angulsr position of an aerodynamic surface which
when deflected produces lift and pitchti moment. Aerodynamic hinge
moments acting on the control surface as a result of deflection W
missile angle of attack are usually overbalanced by the control-smface
positioning mechmism to a sufficient degree to tifect only slightly
the servo output response characteristics. For borderline servo desi~,
in which the torque output capaci~ is of the order of the aerodynamic
hinge moment expected, snd for ~neumatic systems where compressibility
effects me present, coupling between the missile longitudinal and the
missile control-surfacemotions (h addition to the intentional-a~rsme
motion feed.backscommon to most conventional.missile-c-ontrolsystems)
will be produced. Experimental evidence of this couplin&jfor a pneumatic
system is reported in reference 3. b this paper, the control-stiace
servo will be regarded as a hinge-mment-prducin.g device rather thsm
as a positioning device and consideration will be given to the longi- U
tudhal. coupl.@ effects on the system response. Regarding the servo
in this manner, then, the amodynsmic hinge moments, the control-smface
@@, and the control-surface inertia may each be considered sepa-
.rately and their effects on the overall system operation can be readily
ascertainti. “

Tn order to avoid confusion, the expression “torque servo” will be
used to refer to a control-surface servo which progrsms h~e moment,
and “position servo” wtl.1refer to a conventional control-surfaceposi-
tionhg servomechanism. b addition, the term “torposerm” shall be
used throughout the paper to signify
employing a control-surface-position
servo.”

Missile Configuration

a “torque s=o” actuated missile
signal.input into the “torque

and Control Surface

For analysis p~oses a canard missile configuration was selected.
(See fig. 1.) The longitudinal-stabili~ derivatives were obtained
from a free-flight rocket-powered test and are reported in reference 4.

—.—— ——
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The test model described in reference 4 is similar to the configuration
chosen for the analysis (fig. 1) except for the control-surface design.
lh reference 4 the control surfaces were 600 delta sufaces. Aerodynamic
hinge moments on the control surfaces shown infigme 1 were obtatietl
from expertiental Wind-tunnel measurements (unpublished). In order to
insure that the longitudinal-stabili~ derivatives reported in refer-
ence 4 would be valid, the area of the wind-tunnel test control surfaces
was resealed to equal the area of the 600 delta contiol surfaces. The
position of the control surface shown in figure 1 was arbitrarily placed
0.3 inch forward of those tested in reference 4 to account for the
increased angle of sweepback of both the leading and trailing edges.
The longitudinal-transfer-functioncoefficients and hinge-moment param-
eters are tabulated in table I for the r~e of flight conditions and
static margtis investigatedherein.

Torposemo and Position-Servo System Block Diagrams

Shown in figure 2, in block diagram form, is a torposervo-actuated
missile with the torque servo represented by a proportional gain ~

and a time constant T. The con$rol-surface dynamics are assumed to be
chmacteriz&l by a second-order trsmsfer function with the control-surface
inertia IR; dsmping ~; and aerodynamic hinge-moment parameter ~

temns present. Conventionalj ltiearized two-degree-of-freedomlongitu-

7dinal.dynamics were utilized In the derivation of the ~ and ~ transfer
Y

functions. A feedback loop around the airframe and control-swrfaceblocks
is necesssry to simulate the aerodynamic hhge moment ~ on the control
surface due to missile angle of attack CL The input signal r is con-
siderd to be the comnand signal to the control system which would nec-
essarily be furnished by the seeker or missile guidance system. -

A block diagrsm of a position-servo-actuatedmissile is also shown
h figure 2 for comparison purposes. The control-surface-position-servo
trsmsfer function is assumed to be of the second order and has a mechan-
ical linkage with a proportionality constant KL which relates the

control-surface rotation 5 to the’translation x of the servo ram
piston. It should be noted that no airframe feedback signals are indi-
cated, thus making the motion of the control surface and drframe a
function orilyof the servo input signal r.

Torposervo Control-Surface Dynauic Considerations

E the natural frequency of the missile is significantly lower than
that of the control stiace, it can be expected that the high-frequency
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oscillations of the control s@ace will affect only ‘slightlythe missile
mode of motion. Physically, this means that the motion of the control
surface will be determined essentially by the static aerodynamic and
torque servo moments acthg upon it and, consequently, will follow approx-
imately the motion of the missile. Prelhdnary studies of system d.ynsmics
in which the contiol-surface inertia reaction mom=t IRS @ control-

surface damping moment %6 terms were set equal to zero indicated this

reasoning’to be valid; however, these terms were included in the -SiS
because of the occmrence of high-frequency control-smface mode insta-
bilities at small @Lues of control-surface dsmping. me pitch inertia
reaction moment T@ on the control surface was found to be negligible

for the determination of either the control surface or airframe motion
and was disregarded throughoti the study.

DESIGN APPROACH EMPUXED FOR THE ~ON OF

FLIGHT CONDITION EFFECTS

The primary objective of this anslysis is to minimize, if possible,
the transfer-function variations with Mach nmber and altitude. h
general, the variation of the static gain of the servo and airframe com-
bination with flight condition is usually more troublesome from the stand- -
petit of attaining satisfactory overall guidance-system operation than
are the changes in dsmping and natmal frequency of the airframe. h
view of this situation it was decided to concentrate effort on first
obtaining improvements in the static gain variations with flight condi-

- tion and second on exsmining the -c respo~e characteristics for
the conditions of improved static gain.

The steady-state expressionsrelating the the rate of change of
flight-path angle J to a constant input signal r for the torposervo
sad position-servo-actuatedmissile, respectively (see fig. 2) are given
as follows for a controls-forwardmissile configuration.

For the torposervo,

s=
-Jf#cL+ ~$(m - J%) “

(1)

— — — _— - .—.
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For the FOSition servo,

A prel!hbsry study of
for a torque-servo-actuated

-=fiwiw

S= KsKL~ (2)
%A

the static gain S established the fact that
missile (torposervowith ~ = O) the trend

7

of the system static gati with Mach riumb= and altitude is @posite to
that trend existing for a position-servo-actuatedmissile. Ih f*e 3
is shown a typical plot of the system static gati S for a torque-servo-
smd position-servo-actuatedmissile. This trend implies that if, somehow,
the static properties of a torque and position servo could be combined,
then a hybrid systa might evolve that would possess some of the advan-
tages of both types of control considered from the standpoint of m3Wmum
flight condition effects. Since a veqy strong position feedback signal
around a torque servo (see fig. 2) would essentially reduce the torque
servo to a position servo, it was reason~ that a comparatively weak
position feedback signal might have the desirable static characteristics
being sought. This is “thereason for the inclusion of the control-swface-
position feedback loop and the basis for the evolution of the torposervo
becomes evident.

Fortunately, some system parameters do exist which, when changed,
cause only modifications to the dynamic response and thus do not need
to be considered for static studies. For exsmple, neither the control-
suface damping ~ nor the torque-servo the constant T appears in

equation (1). Therefore, these qusatities wy be temporarily neglected
for the static study and later set upon evaluation of the dynamic response
characteristics.

No variations in the shape, size, or mass of the airframe or control
surfaces were consid~ed, and the longittiimal-transfer-function coeffi-
cients and control-surface-hinge-mcnnentpsmmet=s tabulated h table I
were used in all calculations. Of course, this @lies that the atifrsme
and control sufaces chosen me very probably not an optimm combination
for”the minimization of static gati v=iation; however, a major factor
in the selection of the missile configuration was the existence of
reliable experimental data.

Selection of the airframe and control-surface configuration spectiies
all the parameters in equation (1) except ~ and ~. Consequently,

these gains may be considered to be the desi~ variables for systm static
considerations. W order to comptie the effect of the gains K& and ~

.— ..—. ———. — — ——-— ——— —.— ~— -.—— —. —_.
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on the variation of the system static gain S
ations were calculated for the torposervo- and
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readily, percentage v&i-
position-servo-admated

missile according to the

For the torposervo,

()

As
TM

following relationships:

[ “o““:
(s)M+ - (s) =

100
(s)M_l *-.

r 1(S)h+o ~() - (S)ha ~m

For the position servo,

?) [ 1(S)M~.0 - (S)M=l.2 ~~

TM=
(S)M+.O

.

(3)

(4)

(5)

(6)

.,

()Plots of * M
()

As
against altitude and ~ ~ against Mach number

for various values of the static gain ~ and ~ will then allow

visual evaluation of the syst~ static gati variation over a range of
flight conditions.

Ih order to investigate the dynamic response characteristics of the
torpos~o- and position-servo-actuatedmissiles, an electronic analog
simulation of the block diagrsms shown in figure 2 was performed utilizing
the combinatim of the static gabs & and ~ yielding nesr minimum

($%d ($),>‘espectivew*The time history of the rate of change

of flight path J subsequent to a unit step input signal (r = 1.0 for

t > O) was recorded for a nmber of conditions. The simulation was
conducted ti a mamna allowing the control-surface actuata and control-
s~face dynamic characteristics to be varied to facilitate study of their

— .— -. ——— .-. .—___
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individual effects. h the
torposervo-actuatedmissile

9

appendix the transfer-function for a
system is given relating the system ouput

response J to.the actuator tiput siz r.

RESULTS AND DISCUSSION

Since the servo static gain and the control-surface-position-
feedback constant were initially determined prior to the consideration
of dynsmic effects, the evaluation of the static charact~istics will
be discussed before the examhation of the analog simulator res~ts.
This permits a logical, sequential development of the results in accord-
ance with the snalysis procedme adopted.

Control-*stem Static C!hsxact@istics

Values of equation (1) were computed for a =ge of flight condi-
tions, torque-servo gains ~ and position-feedback gati ~. These

are tabulated in table IX. Equation (2) was also computed for a rage
of flight conditions with KSKL arbitrarily set eqti to 1= ~ese me

tabulated in table III.

Plots of the percentage variation of S basal on equations (3) to
(6) agahst ~ and ~ me shown h figures 4, 5, and 6 for two static

margins and a range of Mach numbers and altitudes. The variations for
the position servo (eqs. (5) @ (6)) me basal upon a Mach number of 2.o
at sea level, rather than on a Mach nmber of 1.2 at 40,OW feet as was
done for the torposeno (eqs. (3) d (4)), because opposite trends of
the system static gati S with flight conditions are experienced and a
fatier comparison is achieved by this method. For a given flight condi-
tion smd static margti all the parameters necesssry to detqrmine S for
a torposemo-actuated missile me specified by the previous selection of
the a&frsme and control-surface configuration with the exception of ~

- %“ Therefore, figures 4 and 3 may be considerd to’be design plots

from which satisfactory setting of ~ and ~ can be selected. This
selection achieves acceptable percentage vsritions of S for a given
range of flight conditions and static mb.rgins.

For a torposervo-actuatedmissile, figures 4 and 5 show that, as
the servo static gain q is increased, the system is more sensitive

to variations h position-feedback gain ~, and also that the tmxnd fi

percentage variations with increasing ~ is opposite for Mach numbers

and altitude changes. Nevertheless, the trend of the percentage vuiations

———. ——— . .
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with both Mach number - altitude for any combination of ~ and ~

are the same. Comparison of fi~es 4 smd 5 with fime 6 reveals that .

a combination of ~ d K& I@ be selected so that the percentage

variation of the system static gain with either Mach number or altitude
for a torposervo-actuatedmissile is less than that for a position-servo-
actuated missile for both large and small atiframe static margins. It
is also possible to attain improvements for both Mach number and altitude
variations simultaneously with either a large or a small static msrgin;
however, a sacrifice is.generaUy made in the smallest percentage varia-
tion due to Mach nmber or altitude attdnable for the systa.

h table IV is listed a set of ~ and ~ gain constant combina-

tions which yield near-dninnm Mach nmber and altitude variations for
the two static msrgins investigated. It is interesting to note that
the torque-smo gain constant settings sre nearly the same ma~itude
for the two static margins considered; however, the amounts of position-
feedback gain reqtied h each case me very different. b figure 7 are
shown plots of the torposervo-actuated-missILe-system static gati S
against Mach number and altitude for the ~ and ~ gain settings

tabulated h table IV. These ~aphs were plotted for the extreme values
of the Mach number and altitude ranges investigated. The variation of
S with either Mach number or altitude is small for the conditions shown.

Control-System Dynamic Characteristics

The evaluation of the dynamic qualities of the system is based
primariJy on visual examination of the analog simulatw transient time
histories. The trmient response charact~istics of a linear system,
such as damping @ frequency$ are determined by the roots of the system
characteristic equation. For the torposao a fflth-order characteristic
equation results (see appendix) and can be considered to be equivalent to
two quadratic factors represent@ the control surface ad airframe ties
of motion and a ftist-order factor @_@?yhg the torque servo mode.
Exsndnation of the coefficients of the torposervo system characteristic
equation indicates that the static design psmmeters ~ and ~ al.wsys

appear as a praluct; thus, a variation of either parameter till be dynam-
ically equivalent to”a proportional variation of the other.

Whenever the expression “danping” is used ti either the control-
stiace or airfrsme mcde it will refer to the magnitude of the real part
of the cmplex root representing that particular mode.

EPfect of Mach number, altitude, and static margin.- b figmes 8
and 9 the torposervo system trsnsient responses are shown for the gain
setttigs tabulatd in table IV (gain settings comespond~ to minimum

— — —
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Mach number and altitude percentage variations) for three Mach nmnbers,
two altitudes, and two airframe static msrgW. The control-surface
&mp@ rate was set equal to -0.4 smd -0.6 ft-lb/radian/sec for the
small and large static margins, respectively. The control-smface
inertia rmatied constant for all runs at 0.01 slug-ft2. A value of
0.1 second was select@ for the torque servo time constant T on the
basis of being physicaUy attainable h an actual torque servo desi~.
This quantity also remained constant throughout the runs plotted in fig-
ures 8 w 9. h w cases considered (figs. 8 @ 9), the system
exhibited positive damping for all mciles. The airframe mode dominated
the motion in the systa response. An increase in Mach number causes
a slight increase h the a&&ame mode oscillation frequency at sea
level and at 40,000 feet for both the small W large static margins.
However, for the large static msrgti at 40,000 feet the damping of the
airfrsme mode is poor for the minimum percentage altitude gain adjust-
ment (KT = 0.3, ~ = 57.3). Ih general, response times (the to reach

and remain within 5 percent of steady state) less than
sea level smd less than 2.0 seconds at 40,000 feet can
proper adjustment of the systa gains.

The effect of control-surface damping H&.- Plots

ure 10 of the torposervo transient responses for three
surface damping ~. When the control-surface dampimg

0.7 second at
be obtained by

sxe shown in fig-

values of control-
is zmo, the

control-surface mde is dynamically unstable (high-frequencydivergent
oscillation existing in trsnsient the history) for both sea level and
40,000 feet altitudes. The addition of control-surface dsmping corre-
sponding to -0.05 ft-lb/radian/sec eliminates this objectionable insta-
bility at sea level but not at 40,@0 feet. Increasing the damping to
-0.20 ft-lb/radian/sec completely stabilizes the control-surface mode
at both altitudes. It is si@f’icant, however, to observe the small
effect of control-s-ace damping on either the damping or frequency of
the airframe mode at the two altitudes considered.

The effect of contiol-smface-position feedback ~.- b order to

ascertain the dynamic effects of the addition of a control-surface-
position-feedback loop the gain constant ~ was allowed to undergo
changes and the system response recorded for each change. This study
is illustrated by time-history plots of 7 shown in fi~e IL for three
values of lQj. As the amount of position feedback is ticreased from O

to ~4.6r units/radian, the damping of the atifrsme mode is great~
@rov&i at 40,000 feet; however, only a slight change was evident at
sea level. AppsmmKly, this psrsmeter ~ has a strong influence over

the phase relationship between the airframe @ control-surfacemotions
and, consequently, should receive careful attention for both static and
dynsmic studies of torposmo actuated missiles, since its adjustment
can yield beneficial effects on the overall system response.

)

—— — ..— —
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Effect of torque-servo time constsnt T.- In figure 12 analog
computer simulation records have been reproducd showing the effect of
the torque-servo time constant T.

.
The time constant was increased al

responses ta@n at three separate values. Tn general, the effect of the
ticrease in the constant was to slow down the rate at which the transient
approached its steady-state value. No appsrent effect on the relative
stabili~ of the primary oscillatory ties is present as evidenced by
any significantmodifications to the damping or frequency of same.

Comparison of Torposervo and Position-Servo Actuation

Analog emptier records are shown”in figure 13 fcm the position-
servo-actuatedmissile for a range of flight conditions and ahframe
static margw . For all cases a control-stiace servo, which had a .
damping ratio [s, of 0.7 and an undamped natural.frequency ~s of

60 miiismsper second, was a6sumed. A unit input signal. r was utilized
and K&K was arbitrarily set eqyal to 1 in all the runs. A qualitative
inspection of these transient responses reveals the conventional trends
of the ahframe short-period mode dsmp~ and frequency variations usually
experience with Mach nmnber, altitude, and static margin. Comparison of
figures 13(a) and 13(b) with figures 8 smd 9, respectively, @dicates
that a torposervo-actuatedmissile with appropriate amounts of position
feedback is far superior, frcm a dynsmic standpoint, to a position-
servo-adniatedmissile for either a smaU or large static msrgin. b
all cases, the oscillation frequency of the dominant mcde in the torpo-
servo control system was higher than the short-perial two-degree-of-
freedom airfrsme mode. Evidently, this can be attributed to the free- “
floatdng action of the torposervo-actuated control surface when coupled
with the airframe motion. ‘Ibist-ency of the atrframe frequency mode
to increase for forward free-floating control surfaces was predicted h
reference 1. A consequence of the higher frequency and also the improved
d=mw
back is

of the aktrame tie caused by the control-surface-positionfeed-
a reduction in the system response time.

Additional Remarks and ~estions for Future Research

A system whose functiodng approximates that of a torposervo and
allows use of conventional control-surfacepositioning eqpipment is
shown in fig.me 14. This system is similar to the one investigated in
reference 2 except for the position-feedback loop. Jn this system a
linesr sprhg has been inserted between the output shaft of a position
servo and the control surface. !Jlhesystem static gati for this @_pe of ,
control is given as follows: .

—— ———. —-—— -—. . ..__ .-. _ .._
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(7)

Although this particular system as such receivd no study hereti, it is
presented as a possible alternative des~ which mi@t actually be under-
taken ~ the system psrsmet~s WOW proper adjustment of gain and spring
constants.

Some consideration was given to the static characteristics of a
torque-servo-actuatedcontrol-aft arrangement. A forward hinge-line
location was chosen which yielded a statically stable control suface:
negative ~ and ~. This arrangement caused exfmmely sensitive
pitch control and irregular large _itude variations of the overall
servo and missile static gati with Mach number @ altitude. This was
prharily due to the csmcellation of aerodynamic hhge moments caused
by control-surface deflection and angle of attack stice for a control-
aft arrangement positive control deflection caused a negative angle of
attack. Therefore, only missile configurations actuated by forward
control smfaces were seriously studied; however, a more fitensive study
might reveal some useful properties of a control-&t arrangement.

CONCLUSIONS

The combind static and dynamic operathg characteristics of a
control-surface actuator and missile configuration have been investi-
gated, with primsry comideration being given to the minimization of the
effects of Mach number and altitude. A torque servo employing judiciouc
amounts of control-surfaceposition feedback, designated herein as a
torposervo, was found to.have exceptionally favorable operattig charac-
teristics, and, thus, was of major interest h this investigation.
Judgnent of the torposervo-actuatedmissile was based upon compsxison
with a similar missile cmfiguration actuated by a control-surface-
position servo. l%om the results of this study the follow5ng conclusions
can be made:

1. Ih general, the static gain variation with flight condition.and
the dsmping and frequency ctiactmistics of a torposervo-actuatd missile
sre far superior to those of a contiol-stiace-pos ition-actuatedmissile.
It is possible that this superiori~ would allow replacement of a gain
adjusted acceleration control syst~, with rate-~o pitch damping, by
an inexpensive, simple torposervo system.

2. The control-surface-positionfeedback loop exhibitel dynamically
a strong stabilizing Wluence in that the damphg of the airframe mode

.— —-— — —
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during torposmo actuation was significantly improved by its addition
to the system.

3. ‘lhepresence of control-smface damping was found to be mandatory
to maintati dynamic stabili~ of the control-stiace mciie;however, we
addition of control-surfacedamping had an Wifgxlficant effect on the

a- or frequency of the a~me mde of oscillation during torpo-
servo actuation.

LsWley Aeronautical Iaboratcmy,
National Advisory Committee for Aeronautics,

~ey Field, Vs., January 16, 1956.

.—



AJ?I?ENDH

TRANSFER FUNCTION FOR A TWWOSERVO-AC~~ MISSILE

The transfer function relating the rate of change of flight
path, ~, to the input signal r for a torposervo-actuatedmissile
is given below.

“ where”

@ + (ZA%AIR - %)

15
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TKBLEI “

AIWRAME AND CONTROL-SURFACE CHARACT!ERIS!KK%

%,
ft-lb-
rad

h
ft-lb
rad

Static
margin
(M = 1.6)

Altitude,
ft

Mach
number

KA

6.44
7.76
9.29/

lXO
2800
4180

0.256
.222
.191
.517
.448
.381

l.ak
1.0+4

.883

-203
-299
-387
-%.1
-137
-179
-37.7
-54.8
-n.9

-265
-406
-567
-122
-187
-262

-49.1
-74.8
-105

Sea level
Sea level
Sea level
20,0Q0
20,000
20,000
40,000
40,000
40,000

1.2
1.6
2.0
1.2
1.6
2.0
1.2
1.6
2.0

209
230

&
103

‘n.7
37.3
40.6
27.4

363
638

3.31
3.84
4.62

-0.0$45

957
61.6
ILO
167

1.41
1.65
1.99

1580
2800
4180
363
638

6?;
ILO
167

0.256
.222
.191

-203
-299
-387
-g4.l
-137
-179
-37.7
-54.8

-P-9

-265
-406
-567
-122
-187
-262

-49.1
-74.8
-105

;.:

9;80
3.54
4.26
4.87

919
1318

Sea level
Sea level
Sea level
20,000
20,000
20,000
40,000
40,000
40,mo

1.2
1.6
2.0
1.2
1.6
2.0
1.2
1.6
2.0

1789
422
602
816
167
241
325

.517

.448-0. 56M

.381
1.214
1.044

.883

1.51
1.84
2.10

.

———z —
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TAEIErI

!mEmmmN OF mRmsEsvo—Ac~~ sTA!moGAINS

static G s,
Altiimie, %J %

f-t
Radians/sec&y&, InImberr ~tB/~ f-&~/r ~t~
r units

o 0.2 O.oxzu
o .4 .00422
0 .7 .y~

l.o
57.; .2 .00208

Sealevel 0.0% 1.2 57.3 .4 .tiog
57.3 .7 .007m

1.0 .W
l??:: .2 .*
u4.6 .4 .00397
n4.6 .7 .oM%5
u4.6 1.0 .mglo

o 0.2 o.co174
o .4 .00349
0 .7 .oc%lo

1.0 .CQ972
57.; .2 .03173

SW.level o-*- 1.G 57.3 .4 .0033
57.3 .7 .00593

1.0 .00838
l??:: .2 .colp
u4.6 .4 .03338
u4.6 .7 .WX7
=4.6 1.0 .00&4

o 0.2 0.00162
0 .4 .00324
0 .7 ;~:

1.0
57.; .2 .m161

seale’vel O.* 2.0 57.3 .4 .00322
57.3 .7 .-

1.0 .WW
l??:: .m161
=4.6 :: .W319
114.6 .7 .00553
u4.6 l.o .m

o 0.3 o.cm61
o .4 .c@15
o -7 .W377
o 1.0 .-8

.3 .00153
SeBlevel O.* ~.p % .4 .Weol

57.3 .7 .00335
57.3 1.0 .Od+$
229.2 .3 .00133
229.2 .4 .co167

.7 .C@Z1
z:: 1.0 .m313

,,~,.-~z- “,-- .. . . w’

——. —— ___ - -.

.
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Altitude,
ft

,’

sea level

Sea level

20,CU0

20,000

TABLEII.- Continual

WIB1.lmmmw ~VO-AC!lTW55W~ Wa!lrcwcms

0.564-5

0.%45

O.*

0.06

Mach
number

1.6

2.0

1.2

1.6

%
‘ mit+aaim

=9.2
=9.2
229.2

0
0
0

57.; e
57.3
57.3
57.3
229.2
229.2
229.2
229.2

0
0

“o

57.;
57.3
57.3
57.3
u.4.6
nk.6
n4.6
114.6

0
0
0
0

%;
57.3
57.3
u4.6
u4.6
u4.6
u4.6

%J
t-lb/ruuits

0.3
.4
.7
1.0
.3
.4
..7
1.0
.3
.4
.7
1.0

0.3
.4
.7

l.o
.3
.4
.7
1.0
.3
.4
.7

1.0

0.2
.4
.7
1.0

::
.7
1.0
.2
.4
.7
1.0

0.2
.4
.7
1.0
.2
.4
.7
l.o
.2
.4
.7
1.0

s,
klalms/set

r units

O.couo
.CU)173
.CX1303
.ti33
.00126
.CX3166
.oo2fM
.0038-!3
.cY3n4
.cxn46
.00229
.ca2g5

0.00110
.00146
.cnY236
.cQ365
.00107
.cKl141
.(X)241
.CK)335
.CW%39
.ccII.28
.CKKd
.CKP69

0.03228
.00437
.mi’=y

.00221

.&q

.O!Yp.4

.W775

.cK)214

.00402

.0CK45

.0c851

0.00189
.CQ378
.cx%61
S)&’&

.c0365

.ti23

.c@.59

.oo183

.CX3353
S@&

~...

— —-. . __ ..— —- -.. — —
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.-

.

!emLEn.- C!ontinuea

TAmMEmN OF KIRmsERvo-~-sm sTAl!IcGAINS

Altitude, static ~
% K-p

s,

ft Rsaims/sH
(fl?6)

number ~ ~t=/~ f&lb/r ~t~
r units

o 0.2 .0.cm~
o .4 .c0353
o .7 .0618

l.o .mm
57.; .2 .(X)175

20,000 O.@l@ 2.0 57.3 .4 , .Cxm.8
57.3 .7 .a%02
57.3 1.0 .00851
=4.6 .Oolfi
IL4.6 :: .m343
u4.6 .7 Jl?&
114.6 1.0

.0 0.3 0.Ool-pl
o .4 .-2
0 .7 .cxMY5

1.0 .Cx)yxl
57.; .03136

20,cm o.*- 1.=’ 57.3 :; .C0201
57.3 .7 .03319
57.3 l.o .0C418
229.2 .3 .QOI19
229.2 .4 .cm43
229.2 .7 .00195
229.2 1.0 .00228

0 0.3 o.cm41
o .4 .0018-9
0 .7 .00329

1.0 .00469
57.; .3 .00I.31

20,m o.*- I.6 57.3 .4 .cxn70
57.3 .7 .00279
57.3 1.0 .m3374
229.2 .3 .mlo8
229.2 .4 .Ool%
229.2 .7 .colg2
229.2 1.0 .W@33

o 0.3 0.Ooug
o .4 .Wl%
o .7 .m

1.0 .003%
57.;. .Ool.u?

20,003 o.*- 2.0 :2 .m47
%; .7 .00244

1.0 .~332
g:: .W@4
S9.2 :: .mm
229.2 .7 .Oolm
229.2 1.0 .-

.
:.

.

.

. .

.—
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TmLE H.- continued

TABULWTOl?OF lWWMWWO—ACIW.WIX&MIssm %lWncOAItis

Jtitde static ~h
% %

,s,

f-t
Raaians/Bec

~~=y’6 ~ number r ~t~/~ ft-lb/r~t~
r units

o 0.2 0.0G243
o .4 .0C485
o .7 .00!349

1.0 .Om
57.; .2 .002%!4

40,000 O.*E 1.2 .4 .odt15
% .’7 .ti56
57.3 1.0 .009%
=4.6 .2 .CCEQ8
u4.6 .4 .00363
u4.6 .7 .W%
u4.6 1.0 .ti59

o 0.2 o.oo2@
o .4 .*
o .7 .-

l.o .0102
57.; .2 .c0195

40,000 O.* 1.6 .4 “ .00375
% .7 .0(%19
57.3 1.0 .00837
u4.6 .2 .W187
u4.6 .4 .0Q347
u4.6 .7 .W47
u4.6 1.0 .Oo’Pl

o 0.2 O.oolgl.
o .4 .00383
0 .7 .c0S70
o 1.0 ‘ .W&(

.2 .00188
40,a)o O.* 2.0 %; .4 .00369

57.3 .7 .cc@O
1.0 .oo8@

l!?!?:: .2 .cn185
u4.6 .4 .co357
u4.6 .7 .W95
u4.6 1.0 .0Q!3u

o 0.3 0.00185
0 .4 .00247
0 .7 .c0433

1.0 ;glg
57.; .3

40,000 O.*- 1.2 57.3 .4 .cm79
57.3 .7 .00259
57.3 1.0 .00315
z29.2 .3 .CKX3852
229.2 .4 .alog75
229.2 .7 .mI17
229.2 1.0 .am28

I

a

...- _.. _. —_. . .. .. —.— -—-. . . . .
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,

Kr!ABLEII. - concluded

TABULATION OF TQ~SERVO-ACTUATED-MISSILE STATIC GAINS

Altitude, static I&oh % KTY
s,

margin Radians/see
ft

(M = 1.6) .
nmber r ~its/r~i~ ft.lb/r ~it

r units

o 0.3 0.00151
. 0 .4 .00202.

0 .7 ● 00353
1.0

● 00505
57.; .3 .00127

40,000 0.5646 1.6 57.3 .4 .00161
57.3 .7 .00245
57.3 1.0 .00309
229.2 .000860
229.2 :2 .00U8
229.2 .7 .00127
229.2 1.0 .00143

0 0.3 0.00129
0 .4 .~172
o .7 .00301

1.0 .m430
57.; .00113

40,mo o.564; 2.0 57.3 :; .C0144
57.3 .7 .00225
57.3 1.0 .00291

229.2 .3 .000819
229.2 .4 ●om~
229.2 .7 .00129
229.2 1.0 .m147

~<..--, <y.wti.J=

—.— —..—— —..——. .- —_— — _____ __ .._. 1
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TABLE III

TABULATION OF FWI’I’ION-SERVO-AC’I’UATEDMISSILE STNI’ICGAINS

Static s,
Altitude, Mach %%

ft margin Radians/see

(M = 1.6)
number radians/r units

r units

0.0945 1.2 7.56
0.0946 1.6 E.I.?

Sea level
o .0$J$6 2.0

1.0
25.55

0.5645 1.2 1.73
0.5W 1.6 2.12

o.%~ 2.0 2.34

I

o.o~= 1.2 3.83
o.og4E 1.6 6.19.

20,000
0.094E 2.0 1.0 13.46
0.5@h5 1.2 .860
0.5646 1.6 1.06

1.17I 0.5645 2.0 I
0.0945 1.2 1.65
0.094-6 1.6 2.71

40,000
0.0945 2.0 1.0 6.08
o-m: 1.2 .368

O.sc 1.6 .458
0.564E 2.0 .51-3

—.— .——. ..— ——.——.—-—
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,.

TABIErv

SUMMARYOF STATIC GAIN ADJUSTMENTS.

static %, %,
margin

r units/radian ft-lb/r units Description
M = 1.6)

o.O*E 57.3 1 Minimm Mach number variation
n4.6 0.4 Minimum altitude variation

.

o.m~
229.2 1 Minimum Mach number variation
57.3 0.3 Mhimum altitude variation

>
.

a

I
.— —.—— ——.—.
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O-M = 1.2

*M = 1.6

WM = 2.0

27

.
WI

o 10 20

Altitude,

(a) Torque-servo-actuated

30 40 x’103
I%

airfrs.me ●

.
m

3.0

2.5

2.0

1.5

1.0

.5

0
0 10 20 30 40 x loa

Altitude,ft

(b) Position-servo-actuatedairframe.

Figure 3.- Plots of the static gain of a torque-servo- and position-servo-
actuated missile showing the effect of Mach number and altitude for
SM= o.5@lz ala q= 1.0.

Wr:.c-$ .. .-
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Figure k.- Percentage
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o 1,0
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(a) SM= 0.0945.

0 .5 1.0
+, rt-lbl? unit q, tt.lbr mlt

(b) w = 0.;64E.

variation of the static gain of the
altitude change from sea level to

If, rt-lb/’F unit

0 .5 1.0

$; ti-lbh tit

S torposervo-actuatedmissile for an
40,000 feet.
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.0945

Sal;
.

80

40

0 10 20 30 40x Id
Altitude,ft

-80
1.2 1.4 1.6

Kachnumber

-e f-5=- Percentage variation static gain S
missile for a chawe in Mach numberactuated

altitude from sea level to i0,000 feet.

~-’=

1.8 2.0

of the position-servo-
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+h=o

-h = 40,000 ft

1.2 1.4 1.6 1.8

Mach number

(a) ~ and ~ adjusted for minimum Mach number

.008

.006

.004

.002

cn- 0

(b)

Figure 7.-

2.0

variation.

o 10 20 30 40 x 103
Altitude, ft

K& and ~ adjusted for minimmn altitude variation.

Plots of the torposervo-system static gain sgainst Mach number
and altitude for the ~‘ and ~- adjustment fielit@ midmum Mach
number and altitude percentage variations for the SW static margin
EcJm?rsme●

.—. ..—.—-—.

m = 0.0945.

—-— —

~-.- . ....-uc9
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KG = 14.6

KT = O.b

.o16

L
.012

.008

.004

0
0 .5 1.0 1.5

..- NACA RM L56A31

M = 1.2

KG = 57.3

$=1

..o16

.OI.2

.008

.O@l

k

.

0
0 .5 1.0 1.5

:L ‘=’”6”:OE,
0 .5 1.0 1.5 .5 100 1.5

.OI.6

.012

.008

.00h

o L
o .5 1.0 1.5

M = 2.0

.01J5.
,

.o12 -

.008 -

●

1
.5 1.0 1.5

Time,sec The, sec

(a) Sea level.

-e 8.- Transient responses of torposervo-actuatedmissile shining
the time rate of chamge of f~Hght-path angle subsequent to a unit step
input signal r. W= 0.0945; ~= -0.4 ft-lb/radian/second;

., T = 0.1 second; IR= 0.01 slug-m%

—.
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Kb = IU.6

~ = 0.4

.OI.6

.012

.008
I

o~
o .5 1.0 1.5 2.0 2.5

.OM

.012

.CKM

[

.
+

o .5 1.0 1.5 ‘2.0 .2.5

.Ol&

001.2-

.008-

.004-

0’ <
0 .5 1.0 1.5 2.0 2.5

K6 * 57.3

~=1

.o16r
.o12-

M = 1.2 .CKN3-

●wl -

I 1

.5 1.0 1.5 2●o 2.5

.016-

.012-

M = 1.6 .008-

●W4 -

0
0 .5 1.0 1.5 2.0 2:5

.012:

M=12.O .008-

.Odl-

00 t
.5 1.0 1.5 2.0 2.5

(b) ’~,000 feet.

Time,SOC

Figure 8.- Conclm,ded.
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o

d.

.0032-

.0024-

.0016-

,CK)08-

0 1
0 .5 1.0 1.5

.. .-

K5 = 57.3

KT = 0.3

.002L!
t

.oo16

.0008

0r
o .5 1.0 1.5

.0032
[

.002b
t

k
.X)l.6 .

.000

0 .5 1.0 1.5

NACA FM L56A31

K6 = 229.2

KT=l

.(31

1.012

.008

t“o@N——————
JL——_L—
0 .5 1*O 1.5

.01+

.o12

.008

.004

L
00 .5 1.0 1.5

‘4●o

“:ok
.5 1.0 1.5

.

Tine, sec Time,sec

(a) Sea level.

Figure9.- Tmnsient responses of torposemo-actuated missile showing
the time rate of change of fMght-path angle subsequent to a tit
step input signal r. W = o.56@; ~ = -0.6 %ti/rsdisn/secon.d;

T = 0.1 second; IR = 0.01 sr%&?t2--- :“-

~
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40,000 feet
Sea level .

● Oti

.012[

.o16-

●m -

.008-

.Ooh-

0 1 1 I I I
o .5 1.0 1.5 2.0

%“0 .008

.Ooh

“L
00 .5 1.0 1.5 2.0

.OI.6

.0121 T
.01

.OI.2

.CtN3-

.004-

00
I I

.5 1.0 1.5 200

.a)8

L

H~ = -0.0~

.004

00 .5 1.0’ 1. 2.0
● >“

.o16L

.o12-

.008-

J304-

0’ I

o’ .5 1.0 1.5 2.0

● o16

●012
[

.008
.

.Oohk

Hi = -0.20

“o .5’ 1.0’ 1.5 2.0

Time,sec Time, sec

-e ~0- Torposervo-system transient responses of the time rate of
change of fl@ht-path singlesubsequent to a.step input signal. r
showing the effect of control surface damping, H~. S&l= 0.094E;

~ = 57.3 r uuits/radian; ~ = 1 ft-lb/r unit; T = 0.1 second;

IR = 0.01 slu&ft2; M= 2.0.
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hO,OOOfeet

.016“ ●

‘uc
: ●o12- ●

<
: .008- K6-0 .

~w
L!” .

●+’
o

1 1
0 .5 1.0 1.5 2.0 2*5 5

-g
.o16f-

0
0 .012-
~

K6 = 28.65 .(x)8-

; .004 .CdJ-
.. .%

o t I I o 1
0 .5 1.0 1.5 2.0 2*5 o .5’ LO 1.5 2.0 2.5

.016

[

.0
-7#

i? .01.2

1

.012

$ “w ~
K6 = 14.6 .CQ8

‘-”OOL--- ““”;~●*
o .5 1.0 1.5 260 2.5 0 .5 1.0 1.5 2.0 2s .

Timej sec T&, sec

Figure lL - Torposervo-system transient responses of the time rate of
. change of flight-path angle subsequent to a step input signal r

showing the effect of position feedback, ~. SM= 0.0946;

~= lft-lb/r unit; Hg= -0.lft-lb]radim/second;

IR = 0.01 S@#t2; M=’2.O.

.

T = 0.1 second;
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NACA RM L56A31

Sea level
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.008-

.Cd’l-

t I J
1.0 1.5 2.0 ‘2.5
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Figure 12.- Torposervo-system transient responses of the time rate of
-e of f~h~path-wle subsequent t: a step input signs r
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